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GENERAL
INFORMATION

GI-002

INTERIOR ELEVATION MARKER

KEYED NOTE NUMBER

SHEET NUMBER

DETAIL, WALL or SECTION NUMBER

ELEVATION REFERENCE

REFERENCE NORTH (PLANS)

GRID REFERENCE

REVISION NUMBER

ROOM NUMBER

ROOM NAME

WINDOW NUMBER

DOOR NUMBER

SHEET NUMBER

DETAIL/WALL or SECTION NUMBER

GRAPHIC SYMBOLS

3

A

100
OFFICE

5

102

NORTH

3

D2

AE-501

XX

XXXXX

A

C

D

B

1 1 WALL TYPES

ROD & SHELF

TOP OF WALK
TOP OF LANDSCAPING
TOP BACK OF CURB
TOP OF MASONRY
SYNTHETIC STUCCO EXTERIOR INSULATION SYSTEM

VINYL WALL COVERING

SOUND ATTENUATION BLANKET

GAGE OR GAUGE
GLAZED STRUCTURAL UNIT

WITHOUT
WITH
WELDED WIRE FABRIC

VERTICAL
UNLESS NOTED OTHERWISE
TYPICAL
TOP OF WALL
TOP OF STEEL

SYMMETRICAL
SQUARE
SPECIFICATION

SIMILAR
SHEET
ROUND
ROOM
ROOF DRAIN

REVISION
REQUIRED
REINFORCING
RADIUS
PROPERTY LINE
PREFABRICATED
POUND
PHASE
PERPENDICULAR
PER
PENNY
OUTSIDE DIAMETER
OPPOSITE
OPENING
ON CENTER
NUMBER
NOT TO SCALE
NOT IN CONTRACT
NEAR SIDE
NATIONAL ELECTRICAL MANUFACTURERS ASSOC.
NATIONAL ELECTRICAL CODE
NATIONAL BOARD OF FIRE UNDERWRITERS
MISCELLANEOUS
MINIMUM
MECHANICAL
MAXIMUM
MANUFACTURER
LABORATORY
KIP (1,000 LB.)
INTERMEDIATE
INSIDE DIAMETER
INFORMATION
INCH
HORIZONTAL
HIGH STRENGTH BOLT
HEIGHT
HARDWARE
GYPSUM BOARD

CU. IN. CUBIC INCH

EXTERIOR INSULATION FINISH SYSTEM

FINISH FLOOR

GALVANIZED
FOUNDATION

FLUORESCENT
FLOOR DRAIN

FIRE HYDRANT
FIRE HOSE CABINET
FIRE EXTINGUISHER CABINET

FEET OR FOOT
FAR SIDE

FOOTING

ELECTRIC WATER COOLER

EXPANSION JOINT
EQUIPMENT
ELEVATION

ELECTRICAL
DRAWING

DIMENSION
DIAMETER
DIAGONAL
DEPARTMENT
CUBIC YARD

DOOR
DOUBLE

EJ /

F.H.

FTG.

GALV.
FND.

FLUOR.
FD

F.H.C.

F.F.
F.E.C.

FT. or '

EIFS
F.S.

DR

EWC

EXP. JT.
EQUIP.
EL.

ELEC.
DWG.
DBL.

DIM.

CU. YD.

DIAG.
DEPT.

CALCIUM SILICATE MASONRY UNIT

CONCRETE REINFORCING STEEL INSTITUTE

ARCHITECT OR ARCHITECTURAL

CENTERLINE

CUBIC FEET PER MINUTE
CUBIC FOOT

COUNTERSINK
CONTINUOUS
CONSTRUCTION

CONCRETE MASONRY UNIT
COMPOSITION

CLEANOUT
CHANNEL
CENTER TO CENTER

CUBIC

COLUMN

CATCH BASIN

BUILDING
BRACKET

BLOCKING

AVERAGE
ARCHITECTURAL CONCRETE

APPROXIMATE

BOTTOM

CENTER

BEAM
AT

CL

CRSI

CU. FT.
CFM

CU.

CONT.
CONST.

CSK.

C.M.U.
COMP.
COL.

C TO C

C.O.
[

BOT.

CSMU

CTR.
C.B.

BLDG.
BRKT.

AVG.

BLKG.
BM
@

ARCH.
APPROX.

AC

AMERICAN SOCIETY OF TESTING & MATERIALS
AMERICAN NATIONAL STANDARDS INSTITUTE
AMERICAN CONCRETE INSTITUTE

ABBREVIATIONS

APPROVED

ANCHOR BOLT
AMERICAN WELDING SOCIETY

ALUMINUM
ALTERNATE

ANGLE
AND

A.B.

APPD.
L
&

AWS
ASTM
ANSI
ACI
AL.
ALT.

P/L

W/O

VWC.
VERT.
U.N.O.

W/
WWF

TYP.
TOW

T.B.C.
T.O.M.
SSEIS
SYM.

T.L.
T.W.
TOS

RM

SQ. or
SPEC.

RD. or

SAB
SIM.
SHT.

REQ'D.
REINF.

R&S
RD

REV.

R

N.S.

O.D.

PREFAB.
LB. or #

PERP.
O

/
d

OPP.
OPNG.

NO. or #

N.I.C.

O.C.

NTS

MAX.

NEMA

NBFU
MISC.

MECH.

NEC

MIN.

INTER.

INFO.

MFG.
LAB.
K

I.D.

HORIZ.

HDW.
GYP. BD.

"

HSB
HGT.

GA.
GSU

STEEL

PARTICLE BOARD

ACOUSTIC TILE

GYPSUM BOARD

RIGID INSULATION

BATT INSULATION

PLYWOOD

GLASS

PLASTER

WOOD (BLOCKING)

WOOD (STUDS, NAILERS)

WOOD (FINISH)

CERAMIC TILE

CAST STONE

CONCRETE MASONRY UNITS

BRICK

CONCRETE

ASPHALT

POROUS FILL

MATERIAL DESIGNATIONS

EARTH
ABOVE FINISHED FLOORAFF

FIRE RETARDANT TREATEDFRT

FIELD VERIFYF.V.

RIGID INSULATION

DRAWING INDEX

DRAWING TITLESHT. #

O

O

XX

XXXXX

GENERAL:

GI-001 TITLE SHEET
GI-002 GENERAL INFORMATION

STRUCTURAL:

SE-101 STRUCTURAL NOTES, PLAN & DETAILS

ARCHITECTURAL:

AS-101 SITE PLAN & KEYED NOTES
AE-101 PLANS & KEYED NOTES
AE-201 ELEVATIONS & SECTIONS
AE-501 DETAILS
AE-502 DETAILS & PHOTOS

ELECTRICAL:

E-101   ELECTRICAL PLAN AND NOTES

#

DRAWING REVISIONS

REVISION NUMBER

 1 1/2" = 1'-0"A4 VICINITY MAPSCALE: NONE
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EXTG. CMU WALL

GROUT THE FIRST CELL TYP.
IF NOT ALREADY GROUNTED

EXTEND CHANNEL 16"

4"4" 8"

KNOCK OUT EXTG. WALL FOR
OPENING

STL. C8x11.5 OR MC8x8.5 SEE
PLAN W/(2) 3/4" Ø EPOXY BOLTS @
EA. END W/ 3/4" Ø EPOXY BOLTS
@ 24" O.C. (5" EMBEDMENT)

EXTG. UNGROUTED CELL -
BREAK FACE SHELL ABOVE
AND GROUT SOLID

"A"

"A"

1/4 4" @ 12"

P 6" x 3/8" x OPENING LENGTH - 4"

CORE DRILL ALL CORNERS
DO NOT OVERCUT

TYP. KEYED
CONSTRUCTION JOINT

SEALANT

TYP. CONTROL JOINT

SIDEWALK / DRIVEWAY
EXPANSION JOINT (E.J.)

1/4"

1/2" PREMOLDED EXPANSION
FILLER STRIP

1/2"

CONCRETE SLAB -
SEE PLAN

CONCRETE SLAB -
SEE PLAN

SAWCUT OR "ZIPSTRIP
CONTROL JOINT, SAW CUT SLAB
WITH 12 HOURS OF POURING

T

1"T/3-T/4

3/4"

CONCRETE SLAB -
SEE PLAN

USE WOOD JOINT OR "KEYED"
JOINT @ THE CONTRACTORS
OPTION - HOLD KEYED UNIT
1/4" BELOW TOP OF SLAB -
WAIT 48 HOURS BETWEEN
ADJACENT POURS

NOTE: STOP REINF. @
JOINT TYP. IF APPLY
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STRUCTURAL
NOTES, PLAN &
DETAILS

SE-101

/ CLH

/ CLH

GENERAL STRUCTURAL NOTES
GENERAL:

THE STRUCTURAL DRAWINGS SHOW THE COMPLETED PROJECT. DETAILS, SECTIONS, AND
NOTES SHOWN ON THE DRAWINGS SHALL BE TYPICAL AND APPLY TO SIMILAR SITUATIONS
ELSEWHERE UNLESS NOTED OR SHOWN OTHERWISE.

CONTRACTOR SHALL COMPARE ALL DIMENSIONS AND CONDITIONS ON CONTRACT
DOCUMENTS AND AT THE SITE. ANY OMISSION OR CONFLICT SHALL BE BROUGHT TO THE
ATTENTION OF THE ARCHITECT/ENGINEER. IN CASE OF ANY CONFLICT FOLLOW THE MOST
STRINGENT REQUIREMENT AS DIRECTED BY ARCHITECT/ENGINEER.

SEE THE ARCHITECTURAL DRAWINGS FOR DOORS, WINDOWS, NON--BEARING INTERIOR AND
EXTERIOR WALLS, RECESSES, DEPRESSIONS, ETC.

CONTRACTOR SHALL PROVIDE ADEQUATE TEMPORARY BRACING FOR ALL PORTIONS OF THE
BUILDING UNTIL THE ENTIRE STRUCTURE OF THE BUILDING IS COMPLETE.

OBSERVATION VISITS TO THE SITE BY STRUCTURAL ENGINEER'S FIELD REPRESENTATIVES
SHALL NOT BE CONSTRUED AS INSPECTION OR APPROVAL OF CONSTRUCTION.

ANY ENGINEERING DESIGN PROVIDED BY OTHERS AND SUBMITTED FOR REVIEW SHALL BEAR
THE SEAL AND SIGNATURE OF A STRUCTURAL ENGINEER REGISTERED IN UTAH.

DESIGN CRITERIA:

BUILDING CODE: 2003 INTERNATIONAL BUILDING CODE (IBC) W/ AMENDMENTS

LOADINGS:

1. ROOF SNOW LOAD =30 PSF + SNOW DRIFT PER IBC
2. WIND LOAD - 90 MPH ZONE - EXPOSURE C
3. SEISMIC DESIGN CATEGORY: D

STRUCTURAL AND MISCELLANEOUS STEEL:

MATERIAL PROPERTIES:

1. ALL SHAPES, PLATES, ANGLES, AND CHANNELS TO BE ASTM A-36 UNLESS 
NOTED OTHERWISE.

2. ALL WF SHAPES WEIGHING 84 POUNDS PER LINEAR FOOT OR LESS TO BE
ASTM  A 572, GRADE 50. ALL WF SHAPES WEIGHING MORE 
THAN 84 POUNDS PER LINEAR FOOT TO BE ASTM A 572, GRADE 36.

3. SQUARE OR RECTANGULAR TUBES TO BE ASTM A 500, GRADE B, Fy = 46 KSI.
4. ALL STEEL TO BE DETAILED, FABRICATED AND ERECTED IN ACCORDANCE

WITH A.I.S.C. SPECIFICATIONS, LATEST ADOPTION.

WELDING:

1. FOR STRUCTURAL STEEL TO BE IN ACCORDANCE WITH A.W.S. 
REQUIREMENTS FOR E7OXX ELECTRODES.

BOLTS:

1. ALL BOLTS TO BE 3/4" DIAMETER ASTM A 325-N UNLESS NOTED OTHERWISE.
2. BOLTS, NUTS AND WASHERS SHALL NOT BE REUSED.
3. ANCHOR BOLTS SHALL BE ASTM A 307 OR A 36.

SPECIAL INSPECTION:

SPECIAL INSPECTION IS REQUIRED IN ACCORDANCE WITH IBC SECTION 1701.

FIELD WELDING IF APPLY.

A.

B.

C.

D.

E.

F.

A.

A.

B.

B.

C.

A.

I.

II.

III.

IV.

 1/4" = 1'-0"A1 STRUCTURAL PLAN  3/8" = 1'-0"A3 OPENING IN CMU WALLSCALE: NONE  1" = 1'-0"A4 TYP. CONCRETE FLOOR JOINTS
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SITE PLAN &
KEYED NOTES

AS-101 1" = 10'-0"A1 SITE PLAN

1

KEYED NOTES
EXTG. PROPERTY LINE.

EXTG. UTILITY POLE TO REMAIN - SEE ELECTRICAL DRAWINGS.

EXTG. CHAIN LINK FENCE TO REMAIN PROTECT FROM DAMAGE
DURING CONSTRUCTION.

EXTG. PARKING LOT TO REMAIN PROTECT FROM DAMAGE
DURING CONSTRUCTION..

EXTG. CONCRETE SIDEWALK  REMAIN PROTECT FROM
DAMAGE DURING CONSTRUCTION..

CONTRACT LIMITS.

GENERAL NOTES
1. PROTECT ALL EXISTING IMPROVEMENTS INCLUDING LANDSCAPING,

SPRINKLING SYSTEMS, SIDEWALKS, PARKING AREAS, SURROUNDING
ROOFS ETC. - ANY DAMAGE TO EXISTING IMPROVEMENTS SHALL BE
REPAIRED TO ORIGINAL OR BETTER THAN ORIGINAL CONDITION (TO
THE SATISFACTION OF THE OWNER AND ARCHITECT).

GENERAL CONTRACTOR SHALL MAINTAIN VEHICLE ACCESS AT ALL
TIMES TO ALL EXTG. BUILDING.

NORTH

2

3

4

2.

5

6
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PIT DIM. VERIFY WITH LIFT MFR.

V
E
R
IF
Y
 W
IT
H
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F
T 
M
FR
.

TOP OF CONC. SLAB

ELEV. = 100'-0"

TOP OF EXT. CONC. SLAB

ELEV. = 100'-0"

TOP OF CONC. SLAB

ELEV. = 100'-0"

EXTG. ASPHALT APPROX

ELEV. = 99'-10"

TOP OF CONC. SLAB

ELEV. = 100'-0"

TOP OF CONC. SLAB

ELEV. = 100'-0"

TOP OF CONC. SLAB

ELEV. = 100'-0"

TOP OF EXT. CONC. SLAB

ELEV. = 100'-0"

TOP OF EXT. CONC. SLAB

ELEV. = MATCH TOP
OF EXTG. ASPHALT

TOP OF EXT. CONC. SLAB

ELEV. = MATCH TOP
OF EXTG. ASPHALT

1'
 -
 6
"

8'
 -
 0
"

1'
 -
 0
"

15' - 4"

28' - 0"

B1

AE-201

1

1

11

10

20

8

101

11 11

11

11

11

11

12

12

12

13

TYP.

13
TYP.

14

15 15

16

17

18

19

19

19

D1

AE-501

D1

AE-501

21

B3

AE-201

A1/A3

AE-201

WH

22

23

ABOVE

1

14

11 11

11
9

E
X
T
G
. S
LO
P
E

EXTG. SLOPE

EXTG. SLOPE

E
X
T
G
. S
LO
P
E

1'
 -
 0
"

CONTRACTOR TO VERIFY

CONTRACTOR TO VERIFY

A1

AE-502

24

1' - 0"
EXTG. SLOPE

12' - 8"

CENTER LIFT BETWEEN GUARD
RAIL & INSIDE RETAINING WALL

3"3"1-1/4" 1-1/4"

6' - 6"
PLATFORM LIFT DIM. VERIFY

WITH LIFT MFR.

TOP OF CONC.
SLAB & WALL

ELEV. = 99'-11 1/2"

6' - 0"

P
IT
 D
IM
. V
E
R
IF
Y
 W
IT
H
 L
IF
T
 M
F
R
.

12
' -
 8
"

34
' -
 0
"

A

CONTRACTOR TO COORDINATE & VERIFY
EXTG. ASPHALT GRADES & COORDINATE
WITH NEW CONCRETE SLAB & RETAINING
WALL BEFORE PLACEMENT - COORDINATE
WITH ARCHITECT BEFORE ANY SETTING OF

GRADES & ELEVATIONS IS DONE.

25
' -
 0
"

30
' -
 0
"EQ EQ

A1

AE-502

25

2525

25

25

B

1

1

1

3

3

5

4

6

10

20

7

8

2

2

2

1

7

WH

1

9

3'
 -
 0
"

3' - 0"

24

3

2

A

101 3'-0" PAIR 7'-9 5/8" 1-3/4" A Hollow Metal None Paint B Hollow Metal A1/AE-501 A2/AE-501 A2/AE-501 H-1

DOOR SCHEDULE
M
A
R
K

#
SIZE

WIDTH HGT

DOOR

MATERIAL
THK

TYPE LABEL THRESHOLD DETAIL

* FIELD VERIFY ALL DIMENSIONS *

HEAD DETAIL

FRAME/OPENING

TYPEFINISH MATERIAL JAMB(R) DETAIL JAMB(L) DETAIL H
D
W
RSIGNAGE REMARKS

NONEB1/AE-501

3' - 0"

7'
 -
 9
 5
/8
"

7'
 -
 1
1 
5/
8"
 V
E
R
IF
Y
 E
X
T
G
. B
LO
C
K
 J
O
IN
T
S2" 2"2"

6' - 4" VERIFY EXTG. OPENING

"A" "B"

HOLLOW METAL
DOOR - PAINT

HOLLOW METAL
DOOR FRAME - PAINT

A1

AE-501

A2

AE-501
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PLANS & KEYED
NOTES

AE-101

1

KEYED NOTES
EXTG. PROPERTY LINE.

GENERAL CONTRACTOR TO SAW CUT EXTG. ASPHALT TO
DIMENSIONS SHOWN OR AS REQUIRED.

HATCH PATTERN INDICATES EXTG. AREA OF ASPHALT TO BE
REMOVED & DISPOSED OF AS PER SPEC & ALL CODES.

EXTG. CONCRETE RETAINING WALL TO BE REMOVED.

EXTG. CONCRETE PAD TO BE REMOVED.

EXTG. DOOR, FRAME & THRESHOLD & ALL RELATED MATERIALS TO
BE REMOVED - REUSE SELECTED HARDWARE.

REMOVED EXTG. DOOR STOP.

EXTG. ROCK SUMP TO REMAIN.

EXTG. CONCRETE SLAB TO BE REMOVED AS REQUIRED FOR NEW
HYDRAULIC PUMP LINES - REPLACE CONCRETE SLAB & FLOORING
FINISH TO MATCH EXTG. - SEE ELECTRICAL DRAWINGS.

EXTG. STEEL GUARD RAIL TO REMAIN PROTECT FROM DAMAGE
DURING CONSTRUCTION - PAINT SEE SPEC.

6" CONCRETE SLAB WITH #4 BARS 12" O.C. EACH WAY OVER 6"
COMPACTED GRAVEL BASE.

NEW CONCRETE CURB WALL - TOP OF WALL ELEVATION =100'-3" -
SEE DETAIL B2/AE-501.

SLAB CONTRACTION JOINT - SEE DETAIL D2/AE-501.

DASHED LINE INDICATED NEW 6" PVC DRAINAGE PIPE - TIE INTO
EXTG. ROCK SUMP AS SHOWN AS REQUIRED - INSTALL PVC
DRAINAGE PIPE & FITTING ACCORDING TO ASTM F891 RATED FOR
DOMESTIC WASTE & VENT.

NEW 6"Ø CONCRETE FILLED PIPE BOLLARD - SEE DETAIL A5/AE-501.

PIT FOR NEW SCISSOR LIFT - SEE DETAIL INDICATED.

STEEL ANGLE AT PERIMETER OF LIFT PIT & RECESSED BRIDGE - ALL
CURB ANGLE JOINTS TO BE WELDED SECURELY - STEEL ANGLE TO
BE GALVANIZED PRIMED & PAINTED.

DROP TOP OF CONCRETE WALL TO MATCH TOP OF CONCRETE
SLAB FOR WATER DRAINAGE.

EXTG. ASPHALT TO REMAIN.

PROTECT THE BUILDING FROM DAMAGE DURING CONSTRUCTION.

PAINT EXTG. WALL IN THIS AREA FROM FLOOR TO CEILING - PAINT
COLOR TO MATCH SURROUNDING WALLS - SEE SPEC.

EXTG. ELECTRICAL PANELS TO REMAIN - SEE ELECTRICAL
DRAWINGS.

RELOCATE EXTG. ELECTRICALLY ILLUMINATED EXIT SIGNAGE ABOVE
DOOR AS REQUIRED FOR NEW DOOR INSTALLATION - SEE
ELECTRICAL DRAWINGS.

EXTG. BOLLARDS TO REMAIN.

NEW ASPHALT  AS REQUIRED.

GENERAL NOTES
1. PROTECT ALL EXISTING IMPROVEMENTS INCLUDING LANDSCAPING,

SPRINKLING SYSTEMS, SIDEWALKS, PARKING AREAS,
SURROUNDING ROOFS ETC. - ANY DAMAGE TO EXISTING
IMPROVEMENTS SHALL BE REPAIRED TO ORIGINAL OR BETTER
THAN ORIGINAL CONDITION (TO THE SATISFACTION OF THE OWNER
AND ARCHITECT).

GENERAL CONTRACTOR SHALL MAINTAIN VEHICLE ACCESS AT ALL
TIMES TO ALL EXTG. BUILDINGS.

GENERAL CONTRACTOR SHALL VERIFY DOOR & FRAME DIMENSIONS
THAT EXIST IN FIELD PRIOR TO ORDERING DOOR & FRAME.

CONTRACTOR TO COORDINATE & VERIFY EXTG. ASPHALT GRADES &
COORDINATE WITH NEW CONCRETE SLAB & RETAINING WALL
BEFORE PLACEMENT - COORDINATE WITH ARCHITECT BEFORE ANY
SETTING OF GRADES & ELEVATIONS IS DONE.

2.

 1/4" = 1'-0"A3 NEW PLAN 1/4" = 1'-0"A1 DEMOLITION PLAN

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

1 : 1D1 DOOR SCHEDULE  3/8" = 1'-0"D4 DOOR & FRAME TYPES

3.

22

23

24

NORTH NORTH

4.

25



TOP OF CONC. SLAB

ELEV. = 100'-0"

TOP OF MASONRY
TO BE REMOVED

ELEV. = 108'-0" F.V.

A B

1

2

EXTG. SLOPED ASPHALT TO
BE REMOVED - SEE
PHOTOS ON A2/AE-502

9

9

TOP OF CONC. SLAB

ELEV. = 100'-0"

A B

3

8'
 -
 0
" 44

A1

AE-501

A2

AE-501

5

6

7

25' - 0"

30' - 0"

99

9

TOP OF WALL 100'-0"

TOP OF WALL 100'-3"

TOP OF CONC. SLAB

ELEV. = 100'-0"

AE-501
C3

AE-501
B2

AE-502
A1

8

9

AE-501
B3

AE-501
B2

EQ EQ

CENTER LIFT BETWEEN GUARD
RAIL & INSIDE RETAINING WALL
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ELEVATIONS &
SECTIONS

AE-201

1

KEYED NOTES
HATCH PATTERN INDICATES EXTG. MASONRY TO BE SAW CUT &
REMOVED - SEE DETAIL A1AE-501 FOR NEW LINTEL.

EXTG. DOOR, FRAME & THRESHOLD & ALL RELATED MATERIALS TO
BE REMOVED &.

NEW DOOR - SEE DOOR SCHEDULE ON AE-101.

EXTG. STEEL GUARD RAIL TO REMAIN - PAINT SEE SPEC.

REPAINT EXTERIOR MASONRY WALL AS NEEDED WHERE SAW
CUTTING HAS OCCURRED, COLOR TO MATCH EXTG.

NEW CONCRETE RETAINING WALL - SEE PLAN.

PROTECT EXTG. ELECTRICAL FROM DAMAGE DURING
CONSTRUCTION.

NEW LIFT - SEE SPEC.

EXTG. GRADE APPROX.

 1/4" = 1'-0"A1 DEMOLITION ELEVATION  1/4" = 1'-0"A3 NEW ELEVATION

2

3

4

 1/4" = 1'-0"B1 LIFT SECTION  1/4" = 1'-0"B3 LIFT SECTION

5

6

7

8

9



HOLLOW METAL DOOR -
SEE DOOR SCHEDULE
ON AE-101

SHIM (AS REQ.)

CONT. SEALANT
- SEE SPEC.

HOLLOW METAL DOOR
FRAME - SEE DOOR
SCHEDULE ON AE-101

SEE STRUCTURAL

ANCHOR BOLTS, SEE
STRUCTURAL DRAWINGS

WOOD BLOCKING

NEW GYPSUM
BOARD, THICKNESS
TO MATCH EXISTING.

PATCH AND REPAIR ALL
GYP. BD. TO CREATE A
"LIKE NEW" FINISH

EXISTING GYP. BD.

PAINTED GYP. BD. WALL AS
PER KEYED NOTE #21 ON
SHEETA3/AE-101

EXTG. CMU EXTERIOR
WALL PROTECT FROM
DAMAGE DURING
CONSTRUCTION

MUD IN TYPE CORNER BEAD

2"

HOLLOW METAL DOOR -
SEE DOOR SCHEDULE
ON AE-101

SHIM (AS REQ.)

CONT. SEALANT
- SEE SPEC.

HOLLOW METAL DOOR
FRAME - SEE DOOR
SCHEDULE ON AE-101

EXISTING GYP. BD. WALL
- PAINT SEE NOTE #21
ON A3/AE-101

CONT. SEALANT - SEE SPEC.

EXTG. CMU EXTERIOR
WALL PROTECT FROM
DAMAGE DURING
CONSTRUCTION

2"

REMOVE & INSTALL NEW GYP.
BD. & STUDS AS REQUIRED

#4 BARS @ 12" O.C.
EA. WAY

3"

3"

L 3x3x1/4" GALV. WITH
1/2"Ø x 4" HSA @ 16" O.C.

1/2" WASH (TYP)

6" DIA. EXTRA STRONG STEEL
PIPE BUMPER POST FILLED
WITH CONCRETE (PAINT PIPE)

2' - 0"

4'
 -
 6
"

3'
 -
 0
"

6"

24"X24" CONCRETE
PIER REINF. WITH
(4) #4 VERT. BARS
AND (4) #3 TIES

SEALANT

CONCRETE FLOOR

DOOR THRESHOLD
EXPANSION ANCHOR

SEALANT BOTH SIDES
AS REQUIRED

ALUMINUM THRESHOLD

THERMAL GUARD

HOLLOW METAL DOOR - SEE
DOOR SCHEDULE ON AE-101

TOP OF
CONCRETE CURB

EL.= 100'-3"

EL.= VERIFY
TOP OF CONCRETE

CAST-IN PLACE CONCRETE
CURB WALL W/ #4 BARS
@ 12" O.C. EACH WAY OVER
4" COMPACTED GRAVEL BASE
DOWEL HORIZONTAL BARS TO
EXISTING FOUNDATION WALL

6" CONCRETE SLAB W/ #4 BARS
12" O.C. EA. WAY OVER 6"
COMPACTED GRAVEL BASE

3/4" CHAMFER (TYP)

8"

AE-501
C2

SIM.

3"

DOWEL WALL TO SLAB
W/ #4 BARS @ 48" O.C.

2'
 -
 6
" 
M
IN
.

1'
 -
 5
 3
/4
"

2'
 -
 0
" 
M
A
X

JOINT SEALANT, DOW CORNING
888 OR APPROVED EQUIVALENT -
INSTALL TO PROPER DEPTH &
WITH - 1/4" THICKNESSSEALANT TOOLED 1/4"

BELOW PAVEMENT
SURFACE

BACKER ROD. EXPANDED CLOSED-CELL
POLYETHYLENE FOAM.  PLACE TO
PREVENT THREE SIDED ADHESION.

1/4" RADIUS

CLOSED CELL FOAM FILLER

1

1

SEALANT WITH CLOSED CELL FOAM BACKER
ROD BEHIND (REFER TO DETAIL 04/ADT502)

WALL

REINFORCING BAR

1' - 0"

3"
3"

6"

1/2"

3" 9"

SEALANT WITH CLOSED CELL
FOAM BACKER ROD BEHIND
(REFER TO DETAIL C1/AE-501)

CLOSED CELL
FOAM FILLER

REINFORCING BAR 1/2"

6"

3"
3"

3"

REINFORCING STEEL IS
CARRIED THROUGH JOINT

3"
3"
 M
IN
.

C
O
V
E
R

t

1/4"

1".2
5tAE-501

C1

STEEL ANGLE AT
PERIMETER
OF PIT & BRIDGE
SEE DETAIL.

6" CONCRETE SLAB
W/ #4 BARS @ 12"
O.C. EA. WAY OVER
6" COMPACTED
GRAVEL BASE

DURA-CRETE OR EQUAL 2'X2'X2' I.D.
CATCH BASIN W/ HEAVY DUTY
1" STEEL GRATING OVER 8"
COMPACTED GRAVEL BASE.

HYDRAULIC HOSE TRENCH,
VERIFY SIZE & LOCATION W/
LIFT MFR.

1'
 -
 0
" 
T
Y
P
.

3"
3"

1' - 0" 8' - 0" 1' - 6"

PIT LENGTH VERIFY WITH LIFT MFR. STEEL BRIDGE VERIFY
SIZE WITH LIFT MFR.

AE-501
A3

AE-501
A3

1" V
E
R
IF
Y
 D
E
P
T
H

W
IT
H
 L
IF
T
 M
F
R
.

1'
 -
 1
 3
/8
"

V
E
R
IF
Y
 D
E
P
T
H
 W
IT
H

S
C
IS
S
O
R
 L
IF
T
 M
F
R
.

AE-501
C2

AE-501
C2

SIM.

AE-501
C2

NEW 6" PVC DRAINAGE PIPE - TIE INTO EXTG. ROCK
SUMP AS SHOWN AS REQUIRED - INSTALL PVC
DRAINAGE PIPE & FITTING ACCORDING TO ASTM
F891 RATED FOR DOMESTIC WASTE & VENT.

1' - 0" 6' - 0" 1' - 0"

PIT LENGTH VERIFY WITH LIFT MFR.

STEEL ANGLE AT
PERIMETER OF PIT &
BRIDGE SEE DETAIL

DURA-CRETE OR EQUAL 2'X2'X2' I.D.
CATCH BASIN W/ HEAVY DUTY 1"
THICK STEEL GRATING OVER 8"
COMPACTED GRAVEL BASE

1'
 -
 1
 3
/8
"

V
E
R
IF
Y
 D
E
P
T
H

W
IT
H
 S
C
IS
S
O
R

LI
F
T
 M
F
R
.

6" CONCRETE SLAB W/ #4
BARS @ 12" O.C. EA. WAY
OVER 6" COMPACTED
GRAVEL BASE

1' - 0"

AE-501
C2

AE-501
C2

AE-501
A3

TYP.

3"

TOP OF
CONCRETE CURB

EL.= 100'-3"

EL.= 100'-0"
TOP OF CONCRETE

1'
 -
 0
" 
T
Y
P
. 3"

3"

CENTER LIFT BETWEEN GUARD
RAIL & INSIDE RETAINING WALL
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DETAILS

AE-501 3" = 1'-0"A1 DOOR HEAD DETAIL  3" = 1'-0"A2 DOOR JAMB DETAIL  3" = 1'-0"A3 PIT DETAIL  3/4" = 1'-0"A5 BOLLARD DETAIL

 6" = 1'-0"B1 DOOR THRESHOLD
 3/4" = 1'-0"B2 CURB WALL DETAIL

 6" = 1'-0"C1 TYP. JOINT SEALANT

 3" = 1'-0"D1 TYP. SLAB PERIMETER JOINT

 3" = 1'-0"C2 TYP. SLAB EXP. JOINT

 3" = 1'-0"D2 TYP. SLAB CONTRACTION JOINT

 3/4" = 1'-0"C3 CAST-IN PLACE CONCRETE LIFT PIT DETAIL

 3/4" = 1'-0"B3 CAST-IN PLACE CONCRETE LIFT PIT DETAIL



3"6"

3"
3"

REINFORCING
BAR

6" CONCRETE SLAB W/ #4
BARS @ 12" O.C. EA. WAY
OVER 6" COMPACTED
GRAVEL BASE

EXTG. ASPHALT ON EXTG.
ROAD BASE  TO REMAIN -
PROVIDE A CLEAN SAW
CUT EDGE SEE A1/AE-101
FOR LOCATIONS - PATCH
AS REQUIRED

NEW GRAVEL BASE

1'
 -
 0
"

9"

NEW ASPHALT ON NEW
ROAD BASE

#4 BARS

"A" "B" "C"

"D" "E" "F"

"G" "H"
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DETAILS &
PHOTOS

AE-502
 1 1/2" = 1'-0"A1 SLAB TO EXTG. ASPHALT DETAIL  1 1/2" = 1'-0"A2 PHOTOS
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